NAPPA

%
L

SPECIFICATION DATE: 07/07/24 EPFITLS. PRF. 010
ARTICLE: NAPPA AUTO REV. & PAG | te
GCeneral data

Application | Zastosowanie Automaotive

Raw material | Surowiec suropean hides origin

Finishing | Wykodczanie Pigrmented jeathes

Dry Methad | Metoda suszenia WREUm

Graln | Zlarna Buffed

Shine | Pohsk Matt

Print | Tioczenie Capra

Thickness | Grubodd 1113 mm

Split Combination | Modliwoic igczenia £ dwoing ok

Hide dimensions | Wielkedd powierzchni skiry 480 =540 m2

Technical features

Tast Method Parameter
Thickness | Crubosc 150 2589 | VAZmm
Tear Resistance | Cdpornoté na rozcigganie 150 3377 -1 Min 25 N
Tensile Strenght | Odpomedé na naprelenia 150 3376 | 130 N min
El ien at break | Maksyrnalna elastycznodd 150 3376 35-80%
Odour | Zapach WD, 270 C3 | Fmax
Light Fastness | Cdpomaodd na daoalanie dwiatia Min 3 [Blue Scale) 50 0802

Resistance to rubbing | Cdpornods na tarcle

150 11640

Dry - 1000 X - Min grade 5 | Wet =300 X - Min grade % | Alkaline
perspiration = B0 X = Min grade 4 {leather and felt evaluation - gray
scale 150105 -A03)

| WO.000 eycles - Mo cracks visible with X magnifying glass.

Raw material | Surowiec

wuropean hicles arigin

Flexing Endurance | Cdpormoss na zginanis 150 5402

Finish Adhesian | Proeghode powkaki wisrzehnie) 150 1144 Min 35 Nem

pH and &pH | Zawartods pH 150 4045 | Min 32 If the pH valkee is below 4, agH s 07
SPECIFICATION | DATE: 0707 24 EPF.ITLS. PRF. 00

ARTICLE: AVIO | REV. A PAG | del

General data

Application | Zastesowanie AVIATION

Manufacturing | Frodukca

Grain | Ziarno

macle in |valy

Buffed, Capra or Uruguay print

Technology receipt | Recepta technologicrna

Nouge of azodye contents, water finished, without content of FCKW, formaldehyde, chrome v
according to RAL UZNT

Hide dimenslons | Wislkodd powieizehnl shdiy

480 =540 m2

Mass per area unit | Cosiods

G2O-B80 glym acconding o DIN 3327

Flammability

FAR 25853

Technical features

Test Method Parameter

Thickness | Crubodd 150 2589 1001 mm

Tear Resistance | Odpornoés na rozciaganie 150 3377 -1 Min 25N

Tensile Strenght | Gdpomedd na naprgzenia 150 357G 130 N min

Elongation at break | Maksymalna elastyeznodd 1503376 35-80%

Odour | Zapach WD 270 C3 3 maox

Light Fastness | Odpomedé na dziatanie dwiatia Min 7 (Blue Scale) BOWNS=B02

Resistance to rubbing | Cdpornods na tarcie 150 11640 Dy = 1000 X = Min grade 4= 5 | Wet = 500 X = Min grade 45 | saeat
[PhE] = min. Grade 45 [leather and felt evaluation - gray scale 150
105 -A03)

Flexing Endurance | Odpomodd na zginanie 150 5602 WO000 cycles - Mo cracks visible with & magnifying glass

Finish Adhesion | Profegbode powdoki wierschniej 150 1h6ds. Min 35 Nem

lendﬂpl-l|zawartos'cpH 150 4045 Mir 35 If the pH value s bejow &, ApH = 07

FMVSS 303 < I00mmymin | DIN EN 150 1021 TEIL 1| IMO AB52/16 (Bootsleder] | DIN 75200 | BS AL 159 [BRITISH STANDARD) | BS 585211 | California TR 117 |

europell

finest Hallan leather
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Quality.
Perfection.
Italian.



